
CATEGORY COMPONENT / AREA ACW GRADE

Bolts / Nuts (not prior to assembly in torque applications)
)Fittings / Shackles

Cables / Chains
Winches / Drums / Windlass

Steel rope
Hawser / Hawse Pipes

Pipes & Fittings
Hinges / Brackets

Cabling / Steel ropes 
Anchors / Chains

Guard Rail fittings (not handrails)

Wiper Arms
Winches / Windlass

Hawser / Hawse Pipes
Bilges

Seacocks
Davits

Engine Beds / Mounts
Engine Room Equipment / Pipes (excluding hot parts)

Mast & Rig Cables
Stern Tubes

Capstans / Swivels

Between Decks & Aluminum Superstructure; or anywhere dissimilar 
metals are bolted / riveted together. (Electrolytic Corrosion)

Deck Cranes
Thruster Nozzles

Ballast & Water Tanks (not drinking water)

Pulley Blocks / Gear Linkages

Grade II / III

Universal Joints Grade I

Conveyor Mechanisms

Passerell Mechanisms
Fishing / Trawler Equipment / Booms Grade I / II

Rubber Window Seals
Fender Strips

Bellows
Hatch Seals

Water Tight Door Seals
All other Degraded / Old Rubber components 

(excluding gas pipes and other safety critical items)

Grade I

Bilges etc.

Grade I

Grade II / III

ANTI-CORROSION

RUBBER
Cleaning

Protection
Rejuvenation

LUBRICATION

ACW Grade Allocation / Usage Guide

Wood / Painted Wood
ROT PREVENTION

Grade II / III

CATEGORY COMPONENT / AREA ACW GRADE

Bolts / Nuts
(not prior to assembly in torque applications)

Fittings, Pipes, Hinges, Brackets etc

Engine and spare parts protection

Export / Transportation / Open air storage

Cavities, chassis rails, underbody, roll bars etc
(excluding bonnets, engine bay)

Mothballing

ANTI-CORROSION

RUBBER
PROTECTION

ACW Grade Allocation / Usage Guide

Bellows,Gators, Fender Strips, O-rings,
Window / Door Seals etc.

(excluding hydraulic / petrol pipes, 
suspension rubbers etc.)

Short Term: 
Grade I ---- Brushable
Grade III -- Sprayable Light

Medium Term: 
Grade II --- Brushable
Grade II --- Sprayable Heavy

Long Term:
Grade III -- Brushable
Grade III -- Sprayable Heavy

Short Term: 
Grade I ---- Brushable
Grade III -- Sprayable Light
Medium Term: 
Grade II --- Brushable
Grade II --- Sprayable Heavy
Long Term:
Grade III -- Brushable
Grade III -- Sprayable Heavy

* User advised to trial product to establish application suitability

CATEGORY COMPONENT / AREA ACW GRADE

Bolts / Nuts
(not prior to assembly in torque applications)

Fittings, Pipes, Hinges, Brackets etc

Long Term Protection: 
i.e. Wind Turbine Tower Sections - Interior

Short Term Protecion:
i.e. Monopiles (Underwater)

Grade III -- Brushable
Grade III -- Sprayable Heavy

ANTI-CORROSION

ROT
PREVENTION

ACW Grade Allocation / Usage Guide

Wood, Painted Wood
i.e. supports, beams, 

framework etc.

Short Term: 
Grade I ---- Brushable
Grade III -- Sprayable Light
Medium Term: 
Grade II --- Brushable
Grade II --- Sprayable Heavy
Long Term:
Grade III -- Brushable
Grade III -- Sprayable Heavy

Grade III -- Brushable
Grade III -- Sprayable Heavy

Short Term: 
Grade I ---- Brushable
Grade III -- Sprayable Light
Medium Term: 
Grade II --- Brushable
Grade II --- Sprayable Heavy
Long Term:
Grade III -- Brushable
Grade III -- Sprayable Heavy

* User advised to trial product to establish application suitability

CATEGORY COMPONENT / AREA ACW GRADE

Bolts / Nuts
(not prior to assembly in torque applications)

Fittings, Pipes, Hinges, Brackets,
cables, shackles, rigging etc.

Parts protection prior to construction.

Cavities, bridge supports, framework, 
girders, RSJ’s, cranes etc.

ANTI-CORROSION

ROT
PREVENTION

ACW Grade Allocation / Usage Guide

Wood, Painted Wood
i.e. supports, beams, 

framework etc.

Short Term: 
Grade I ---- Brushable
Grade III -- Sprayable Light

Medium Term: 
Grade II --- Brushable
Grade II --- Sprayable Heavy

Long Term:
Grade III -- Brushable
Grade III -- Sprayable Heavy

Short Term: 
Grade I ---- Brushable
Grade III -- Sprayable Light
Medium Term: 
Grade II --- Brushable
Grade II --- Sprayable Heavy
Long Term:
Grade III -- Brushable
Grade III -- Sprayable Heavy

* User advised to trial product to establish application suitability

15

Coating
Lifespan

Single Coat

Multi Coat

Cure Time: Semi / Full

Cured Composition

ACW Grade I ™ ACW Grade II ™ ACW Grade III ™ 

Sub Formulae Sub Formulae Sub Formulae

1 year

Cured
Colour

Single Coat

Multi Coat

Transparent

Pale Yellow / Black

up to 3 years

Coverage
Guide

(single coat)
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Suitability

Addendum

Brush  Spray  Liquid Brush  Spray  Liquid Brush  Spray  Liquid

5hrs / 3 days 5hrs / 3 days 5hrs / 3 days

Waxy, Soft to Firm

2 Litre      
4 Litre

8 Litre

30 Litre
60 Litre

8m²

16m²

32m²

120m²

240m²

*All figures are approximate

3 years 10 years

up to 50 yearsup to 15 years

Hard Waxy SurfaceWaxy, Firm Surface

Semi-transparent

Black Black

Semi-transparent

Short Term Protection Long Term ProtectionMedium Term Protection

Industrial
Applications

Special Properties

Application
Examples

  Marine vessels / structures, oil rigs, bridges, buildings, industrial machinery, 
  walkways, cranes, pylons, masts, wind turbines, military / industrial vehicles, 
  monuments / exhibits, maintenance tunnels, piles, jetties, wharves etc.

  Cabling, nuts, bolts, threads, fittings, chains, anchors, rivets, splines, shafts
  mechanisms, chassis, ballast tanks, springs, wire, panelling, pulleys
  girders, framework, hoses/fittings, locks, terminals, rollers, seals, o-rings etc.

• Pre coating of parts, tools, cables, threads, nuts & bolts etc prior to assembly
  or use preventing corrosion and seizing.
• Cable lubrication, corrosion & wear protection for cranes, winches, towing hawsers 
  etc preventing interior / exterior corrosion, prevents corrosive failure and breaks.
• Treatment of nuts, bolts and fittings in situ - killing any existing rust and 
  preventing further rust & corrosion.

• Mothballing / winterising of industrial & military equipment.
• Underwater applications: enquire for suitability.
• Protecting ballast tanks / heavy machinery.
• Moisture prevention for electrical equipment including
  motors and pumps.

• Prevents & arrests corrosion • Non conductive electrical isolators • Self Healing 
• High performance & multifunctional • Outperforms competition • No blistering/cracking
• Weather, acid, salt and fresh water resistant • High Adhesion, Low Erosion

• Each grade can be worked into surfaces enabling moderate contact, impact and 
  abrasion with external sources (reapplication frequency increases).
• Extra coatings can be applied at any time for extended protection.
• Interior applications - single coats for indefinite corrosion protection.
• Harder grades made to order.
 

• Safety critical / yearly
  inspected mechanisms etc.
• Corrosion Control where
  appearance is important.
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16m²

60m²

120m²

8m²

16m²

32m²

120m²

240m²
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120m²

240m²

4m²

8m²

16m²

60m²

120m²

8m²

16m²

32m²

120m²

240m²

8m²

16m²
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60m²
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8m²

16m²

32m²

120m²

240m²

Technical Data

• Behaviour in the cold: no cracking, no flaking 
• Temperature resistance: no running off up to 55°C 
• Application temperature: 15°C to 40°C
• Inservice temperature range: -20°C to 50°C
• Shelf life: minimum 2 years 




